CellBio™ FX10 CTC System




GBC CellBio™ FX10
CTC System Features

Made to work - Size Filtration Technology

» Rapid results

« 95% recovery rate
 Single cell sensitivity
» Precise microfilter

7.5ml whole blood sample (@)

» No enrichment required to minimize sample loss
« 10 minute of prep work

Stain and Image

* Supports both fluorescent antibodies markers and cytopathology stain
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Simple to Use supporting high capacity

- Integrated touch screen automated system
with 10 samples

Flexible Downstream Molecular Analysis

- FISH « NGS
« IHC - WGA
- qPCR « Enumeration







Main Parameters

Throughput

Display setting

Display Screen

Power supply

Consumption

Working environment

Dimension

Drive weight

10 samples (40 samples/day)
Touch screen operation

Panel : 11.6” TFT (16:9)
Max : 1920 x 1080 FullHD

AC 110 -220V 50Hz /60Hz

<200 W

Ambient Temperature 5 - 40 °C
Relative Humidity < 80 %

900 x 1783 x 630 mm

275 kg

Specifications for

GBC CellBio™ FX10 CTC System




GBC CellBio™
Technology

Proving a simple way to capture and harvest
of circulating tumor cells (CTCs) from blood.

Simple Affordable Effective

GBC CellBio™ CTC System is an automated platform that captures
and harvests circulating tumor and other abnormal cells from blood

for clinical and research applications.
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